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PPC-50A SERIES
AC/DC DISTRIBUTION PANEL/ POWER CENTER

FEATURES INCLUDE:

¢* ADVANCED 1, 2, 3 STAGE CHARGING
®* FIXED POWER SUPPLY MODE

®* VARIABLE OUTPUT VOLTAGE

®* LED STATUS INDICATOR

®* DC BREAKER INDICATORS

®* 17 PRE-WIRED DO CIRCUITS

¢* AC STRAIN RELEASE

®* 2 MAIN AND 12 BRANCH AC sLOTS

l
* QuTPUT VOLTAGE 13V TO 16.5V ,
* WORKS WITH ALL BATTERY TYPE /
) “

3 YEAR WARRANTY

* IDEAL REPLACEMENT FOR ANY WFCO, PROGRESSIVE
DYNAMICS OR PARALLAX SOA POWER CENTERS.

MODEL NUMBER PPC-50-55 PPC-50-60 PPC-50-75 PPC-50-100

DC DuTPUT VoLTASE 13.2/13.6/14.4V 13.2/13.6/14.4V 13.2/13.6/14.4V 13.2/13.6/14.4V

(NO LOAD) APPROX.

OUTPUT AMPERAGE, MAX 55 amps 60 amps 75 amps 100 amps

CONTINUOUS

MAXIMUM POWER OUTPUT, 780 watts 815 watts 1065 watts 1360 watts

CONTINUOUS

MAXIMUM AC CURRENT 7 amps 10 amps 12 amps 12 amps

SHORT CIRCUIT PROTECTION Yes Yes Yes Yes

THERMAL PROTECTION
DIMENSIONS 11.96" W x 15.04" H x 10.04" D 11.96" W x 15.04" H x 10.04" D 11.96" W x 15.04" H x 10.04" D 11.96" W x 15.04" H x 10.04" D
WEIGHT 12.0 Ibs 12.0 Ibs 12.0 Ibs 12.0 Ibs

PRICE

BATTERY CHARGERS | MAINTAINERS | INVERTERS GENERATORS
DC POWER SUPPLIES | CONVERTERS | POWER CENTERS
AUTOMATICE TRANSFER SWITCHES

(941) 201-8041
POWERMAXCONVERTERS.COM



